




Nova Swiss  
Shielding
FOR MAXIMUM SAFETY
Nova Swiss shielding systems comply with all 
relevant provisions set out by the classification 
societies. A defect in a ship‘s fuel line system 
could, for example, trigger a fire in the engine 
compartment and thus render the ship unable to 
maneuver. Fuel leaks onto hot parts of the engine 
are the most common cause of engine room fires  
on board of ships.

Serious problems of this kind can be avoided with 
the special Nova Swiss shielding system. In the 
event of a leak, the shielding system prevents 
an uncontrolled spillage of fuel onto hot engine 
components. The jacket pipe is firmly attached 
to the end pieces. Any leakage remains inside the 

jacket pipe and is safely discharged into a retention 
tank. In addition, the shielding provides increased 
resistance to external damage.

The Nova Swiss profiled jacket pipe significantly 
increases the flow cross-section compared to con-
ventional shielding. Uniform contact with the pres-
sure tube is distributed directly over the circumfe-
rence, enabling complex bending geometries and a 
flexible choice of mounting points on the engine.



Accumulators and 
High-Pressure Rails
THE FLEXIBLE 
POWER PACKAGE
Compact, modular, high-pressure accumulators 
designed to compensate for pressure oscillations 
on all modern common rail engines up to 3 4̇00 bar.

Other applications include hydraulic systems and 
static pressure applications. Our products’ modular 
design ensures that they can be easily adapted for 
different volumes. In addition, they can be easily 
tailored to customer-specific connection geome-
tries, and are available with integrated high-pres-
sure fuel manifolds as well as Nova Swiss leakage 
detection technology. The design can be either 
unsheathed or sheathed, with or without leakage 
discharge.

 
CHARACTERISTICS
•	Dynamic system pressure, max. 3 4̇00 bar

•	Individually customized volumes

•	Fully sheathed

•	Leakage pressure up to 200 bar

•	Multiple leakage discharges are possible

•	Various high pressure connections for pipes 
and sensors with minimal footprint



Air Starting Components
MARINE DIESEL AND GAS ENGINES CAN BE 
STARTED SAFELY AND RELIABLY EVERY TIME
Nova Swiss air starting components for up to 40 bar 
are universal and suitable for all marine diesel oil 
and gas engines with an indirect or direct air-start 
supply, because they can be easily adapted to suit 
any engine design.

Both components are precisely matched. Air star-
ting distributors are mounted on the engine and 
driven synchronously by the camshaft end. They 
can be equipped with a movable cardan joint, which 
compensates for minor axial errors. Our air starting 
distributors — which incidentally consist of just 
two moving parts and are maintenance-free — are 
available for both directions of rotation
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