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EU Declaration of conformity
(ATEX 2014/34/EU / Pressure equipment directive 2014/68/EU)

1. Product: Needle valve, with air-operator

Modell: NV1-15-12M-ATC-4  NV1-15-12M-ATO4 NV1-15-16M-ATCDP-4 NV1-15-16M-ATODP-4

2. Manufacturer: Nova Werke AG
Vogelsangstrasse 24
CH-8307 Effretikon
WWW.Novaswiss.com

Name and address of the person authorised to compile the technical file:
Farid Ebrahimpour, Nova Werke AG

3. This declaration of conformity is issued under the sole responsibility of the manufacturer.

N

. Object of the declaration: according to 1. product / model, without and with anti-vibration connection (-AVA)

)]

- The object of the declaration described above is in conformity with the relevant Union harmonisation legislation:
directives 2014/34/EU (Equipment and Protective Systems Intended for use in Potentially Explosive Atmospheres)
Pressure equipment directive 2014/68/EU

6. References to the relevant harmonised standards used or references to the other technical specifications in relation to
which conformity is declared:
¢ the following (parts/clauses of) European harmonised standards have been used

- none
« the following (parts/clauses of) other technical standards and specifications have been used:
- SNEN 1127-1:2020 Explosive atmospheres —Explosion prevention and protection

- ENISO 80079-36:2016  Non-electrical equipment for potentially Explosive atmospheres
basics and requirements

- ENISO 80079-37:2016  Non-electrical materials intended for use in Potentially explosive atmospheres,
Protection by constructional safety “c” ignition source monitoring “b”, liquid
encapsulation “k”

- ,AD 2000 Regelwerk" Edition 2020

7. The notified body Eurofins (1258) has deposited the technical documentation "P1082" for ATEX under 23CH-00821.
Conformity assessment procedure ATEX: Module A, Internal production control.
Conformity assessment procedure Pressure Equipment Directive: Art. 4 Abs. (3) sound engineering practice

8. For important information for operators please refer to the “General operating instructions for high-pressure valve for

use in zones 1 and 2 of area with explosion hazard”, as well as the respective product-specific operating manuals.

We hereby confirm that the item described above is suitable for use with gaseous hydrogen (H2).

Furthermore, the operator must comply with all associated directives (e.g. 2014/34/EU, 1999/92/EU and 2014/68/EU).
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